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H E A L T H C A R E

Specifications

 Model: AS-M-C5

Features:

The UV light is 254nm wavelength and sterilized by UV;

The sterilization rate of ultraviolet lamp was 99.9%;

Ultraviolet rays destroy DNA and RNA of microorganisms, 

make them lose reproductive ability and die, and achieve 

the effect of disinfection and sterilization;

Product Model  產品型號

Product Material  產品材質

Size  尺寸

AS-M-C5

0.3MM�Spray-painting�Aluminum�
housing,2�Pin�PC�lamp�holde
0.3MM噴漆鋁合⾦外殼，2針PLC燈座

4W,6W,8W,14W

30000H

180-260V,50/60�HZ

254nm

Sterilization�disinfection��殺菌消毒Product Function  產品功能

Rated voltage  額定電壓

Power  功率

PF

Wavelength  波長

Lifetime  壽命

Lampholder  燈具支架 G5

≥0.5
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紫外線波⻑為254nm，並經紫外線消毒；

紫外線燈的殺菌率為99.9％；

紫外線會破壞微⽣物的DNA和RNA，使其喪失⽣殖能⼒並死
亡，並達到消毒殺菌的效果；

Instructions

Turn�on�when�power�on,�turn�off�when�power�off
Warning:�People,� animals� and�plants� are� forbidden� to�be�
on�site�when�opening

通電即開啟，閉電即關閉
警告：開啟時禁⽌⼈和動、植物在現場

Weight  重量 100g

T5 UV Sterilized Bracket Lamp
T5紫外線消毒⽀架燈

NO:A-Z3-15-1


